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Kilemsan

RAPIDUS 231R-E (3CT-12 steps)
606005

Reactive Power Management

Wl 0,5 g 6 line

aly 1V 3515 ,95VS,

Technical Information

Measurement System

Current Transformer Ratio (CTR)
Power (kVAr)

Type

Target 1 coso

Target 2 coso

Measuring Range (CT)

Total Active Power

Max. Switching Current

Max. Switching Voltage

Max. Switching Power

Frequency
Input
Voltage
RS485

Protocol

Baud Rate

39

1-5.000

0.00-1000 adjustable

3@ capacitor, 3@ shunt reactor adjustable
0.8 cap. to 0.8 ind. adjustable

0.8 cap. to 0.8 ind. adjustable

T0mA-6A AC
Class 0.2

2A

250VAC
1250VA
45-65Hz
95-240VAC

L1-N £10% 95-272VAC

1.5mm2 - 16 AWG with ferrule - 1.5mm2 -
16 AWG without ferrule, 2x0.75mm2 - 2x18AWG

Modbus RTU
2400-115200 bps adjustable



RAPIDUS 232R-E (3CT-24 steps)
606007

Wl 2,5 g 6adlin

Technical Information

Measurement System
Current Transformer Ratio (CTR)
Power (kVAr)

Type

Target 1 coso

Target 2 coso
Measuring Range (CT)
Total Active Power
Max. Switching Current
Max. Switching Voltage
Max. Switching Power
Frequency

Input

Voltage

RS485

Protocol

Baud Rate

30
1-5.000
0.00-1000 adjustable

3@ capacitor, 3@ shunt reactor adjustable

0.8 cap. to 0.8 ind. adjustable
0.8 cap. to 0.8 ind. adjustable

T0mA-6A AC
Class 0.2

2A

250VAC
1250VA

45-65Hz
95-240VAC

L1-N £10% 95-272VAC

1.5mm2 - 16 AWG with ferrule - 1.5mm2 -
16 AWG without ferrule, 2x0.75mm2 - 2x18AWG

Modbus RTU
2400-115200 bps adjustable
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RAPIDUS 211R (1CT-12 steps)

606011
Measurement System 10
Current Transformer Ratio (CTR) 1-5.000
Power (kVATr) 0.00-1000 adjustable
Type 3@ capacitor, 3@ shunt reactor adjustable
Target 1 coso 0.8 cap. to 0.8 ind. adjustable
Target 2 coso 0.8 cap. to 0.8 ind. adjustable
Measuring Range (CT) 10mA-6A AC
Total Active Power Class 0.2
Max. Switching Current 2A
Max. Switching Voltage 250VAC
Max. Switching Power 1250VA
Frequency 45-65Hz
Input 95-240VAC
Voltage La-Lb £10% 95-410VAC
RS485 16AWG without ferrule, 2x0.75mm3 - 2x1BAWG
Protocol Modbus RTU

Baud Rate 2400-115200 bps adjustable



Klemsan

RAPIDUS 212R (1CT-24 steps)

606014

Reactive Power Management

W 20,5 ¢ sl

Technical Information

Measurement System

Current Transformer Ratio (CTR)

Power (kVAr)

Type

Target 1 coso

Target 2 coso
Measuring Range (CT)
Total Active Power
Max. Switching Current
Max. Switching Voltage

Max. Switching Power

Frequency
Input
Voltage
RS485

Protocol

Baud Rate

10
1-5.000
0.00-1000 adjustable

3@ capacitor, 3@ shunt reactor adjustable
0.8 cap. to 0.8 ind. adjustable

0.8 cap. to 0.8 ind. adjustable
T0mA-6A AC

Class 0.2

2A

250VAC
1250VA

45-65Hz
95-240VAC

La-Lb 95-410VAC t10%

1.5mm2 - 16 AWG with ferrule - 1.5mm2 -
16 AWG without ferrule, 2x0.75mm2 - 2x18AWG

Modbus RTU
2400-115200 bps adjustable



RAPIDUS 218R (1CT-8 steps)
606021

"
Reactive Power Management [w] -.'_Iq,, r'*#n

Wl 2,5 g 6aaliw

2uiS ¢ySanl

B

E’ b
T )

aly A 5515 ,93VgS,

Technical Information

Measurement System

Current Transformer Ratio (CTR)
Power (kVAr)

Type

Target 1 coso

Target 2 coso

Measuring Range (CT)

Total Active Power

Max. Switching Current

Max. Switching Voltage

Max. Switching Power

Frequency
Input
Voltage
RS485

Protocol

Baud Rate

10

1-5.000

0.00-1000 adjustable

3@ capacitor, 3@ shunt reactor adjustable
0.8 cap. to 0.8 ind. adjustable

0.8 cap. to 0.8 ind. adjustable

T0mA-6A AC
Class 0.2

2A

250VAC
1250VA

45-65Hz
95-240VAC

La-Lb 95-410VAC +10%

1.5mm2 - 16 AWG with ferrule - 1.5mm2 -
16 AWG without ferrule, 2x0.75mm2 - 2x18AWG

Modbus RTU
2400-115200 bps adjustable
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Kilemsan

- Reactive Power Management

EOA:(I)E(L;S 114ECO (1CT-4 steps) aly F 355 595 oS,
Measurement System 10

Current Transformer Ratio (CTR) 1-5.000

Power (kVAr) 0.00-1000 adjustable

Type 3@ capacitor, 19 capacitor
Target 1 coso 0.8 cap. to 0.8 ind. adjustable
Target 2 coso 0.8 cap. to 0.8 ind. adjustable
Measuring Range T0mA-6A AC

Total Active Power Class 0.5

Max. Switching Current 4A

Max. Switching Voltage 250VAC

Max. Switching Power 1250VA

Frequency 45-65Hz

Input 905-240VAC

Voltage La-Lb den 120...510V AC £10%

RS485 =
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Measurement System 10
Current Transformer Ratio (CTR) 1-5.000
Power (kVAr) 0.00-1000 adjustable
Type 3@ capacitor, 1@ capacitor
Target 1 coso 0.8 cap. to 0.8 ind. adjustable
Target 2 coso 0.8 cap. to 0.8 ind. adjustable
Measuring Range (CT) 10mA-6A AC
Total Active Power Class 0.5
Max. Switching Current 2A
Max. Switching Voltage 250VAC
Max. Switching Power 1250VA
Frequency 45-65Hz
Input 95-240VAC
Voltage La-Lb 120...510V AC £10%
RS485 1AWE without ferrule, 2x0.75mm2 - 2x1BAWG
Protocol Modbus RTU

Baud Rate 1200-38400 bps adjustable
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» oﬂ ;:}1 Reactive Power Management
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zgggggs 116ECO (1CT-6 steps) aly § 35l g3V o,
Measurement System 10
Current Transformer Ratio (CTR) 1-5.000
Power (kVAr) 0.00-1000 adjustable
Type 3@ capacitor, 19 capacitor
Target 1 coso 0.8 cap. to 0.8 ind. adjustable
Target 2 coso 0.8 cap. to 0.8 ind. adjustable
Measuring Range T0mA-6A AC
Total Active Power Class 0.5
Max. Switching Current 2A
Max. Switching Voltage 250VAC
Max. Switching Power 1250VA
Frequency 45-65Hz
Input 95-240VAC
Voltage La-Lb den 120...510V AC +10%

RS485 "
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RAPIDUS 116R (1CT-6 steps)
606063

W1 2,5 g sl
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Technical Information

Measurement System

Current Transformer Ratio (CTR)
Power (kVAr)

Type

Target 1 coso

Target 2 coso
Measuring Range (CT)
Total Active Power
Max. Switching Current
Max. Switching Voltage
Max. Switching Power
Frequency

Input

Voltage

RS485

Protocol

Baud Rate

10

1-5.000

0.00-1000 adjustable

3@ capacitor, 19 capacitor

0.8 cap. to 0.8 ind. adjustable
0.8 cap. to 0.8 ind. adjustable
10mA-6A AC

Class 0.5

2A

250VAC
1250VA

45-65Hz
95-240VAC
La-Lb 120...510V AC +10%

1.5mm2 - 16 AWG with ferrule - 1.5mm2 -
16AWG without ferrule, 2x0.75mm2 - 2x18AWG

Modbus RTU
1200-38400 bps adjustable
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RAPIDUS 118R (1CT-8 steps)

606065

Technical Information

Measurement System

Current Transformer Ratio (CTR)

Power (kVAr)

Type

Target 1 cosg

Target 2 coso
Measuring Range (CT)
Total Active Power
Max. Switching Current
Max. Switching Voltage
Max. Switching Power
Frequency

Input

Voltage

RS485

Protocol

Baud Rate
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10
1-5.000
0.00-1000 adjustable

3@ capacitor, 1@ capacitor

0.8 cap. to 0.8 ind. adjustable
0.8 cap. to 0.8 ind. adjustable
10mA-6A AC

Class 0.5

4A

250VAC
1250VA

45-65Hz
05-240VAC
La-Lb 120...510V AC +10%

1.5mm2 - 16 AWG with ferrule - 1.5mm2 -
16 AWG without ferrule, 2x0.75mm2 - 2x18AWG

Modbus RTU
1200-38400 bps adjustable

11
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Klemsan

1 ~ Reactive Power Management

23:(:[7);18 111 (1CT-12 steps) aly 1V 55l g5V 3
Measurement System 10
Current Transformer Ratio (CTR) 1-35.000
Power (kVAr) 0.00-1000 adjustable
Type 3@ capacitor, 1@ capacitor
Target 1 coso 0.8 cap. to 0.8 ind. adjustable
Target 2 coso 0.8 cap. to 0.8 ind. adjustable
Measuring Range T10mA-6A AC
Total Active Power Class 0.5
Max. Switching Current 2A
Max. Switching Voltage 250VAC
Max. Switching Power 1250VA
Frequency 45-65Hz
Input 95-240VAC
Voltage La-Lb den 120...510V AC £10%
RS485
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RAPIDUS 111R (1CT-12 steps)

606073

Technical Information

,J Reactive Power Management
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Measurement System

Current Transformer Ratio (CTR)

Power (kVAr)

Type

Target 1 coso

Target 2 coso
Measuring Range (CT)
Total Active Power
Max. Switching Current
Max. Switching Voltage
Max. Switching Power
Frequency

Input

Voltage

RS485

Protocol

Baud Rate

10

1-5.000

0.00-1000 adjustable

3@ capacitor, 19 capacitor

0.8 cap. to 0.8 ind. adjustable
0.8 cap. to 0.8 ind. adjustable

T10mA-6A AC
Class 0.5
2A

250VAC
1250VA

45-65Hz
95-240VAC
La-Lb 120...510V AC £10%

1.5mm2 - 16 AWG with ferrule - 1.5mm2 -

16 AWG without ferrule, 2x0.75mm2 - 2x18AWG

Modbus RTU
1200-38400 bps adjustable

13
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